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Non-‐aquaculture	  AquaPro	  bacterial	  lines.	  
	  
	  
Application	   Product	  Name	  

	  
Municipal	  Waste	  &	  Collection	  systems	  

	  
AquaPro	  1000	  

Anaerobic	  Digesters	   AquaPro	  1010	  
High	  BOD,	  Poor	  Settleability	  	   AquaPro	  1050	  

High	  Grease	  /	  Oil	  Loads	   AquaPro	  2000	  

Sewer	  Collection	  System	  Treatment	  &	  Maintenance	   AquaPro	  2015	  

Blood,	  Protein,	  etc.	  	  (Packing	  Houses)	   AquaPro	  2025	  

Complex	  Industrial	  Waste	  Containing	  Petrochemicals	   	   AquaPro	  2050	  

High	  Carbohydrate	  &	  Starch	  Wastes	  from	  Food	  Processing	   AquaPro	  2075	  

Kerosene,	  Gasoline,	  Lightly	  Refined	  Petroleum	   AquaPro	  5000	  

Heavy,	  Tarry	  Petroleum	  Products,	  Phenol	  &	  Aromatics	   AquaPro	  5075	  

Stripping	  Agent	  for	  use	  with	  Petroleum	  Products,	  facilitates	  
Degradation	  Rates	  and/or	  stimulate	  Enzyme	  Induction	  

AquaPro	  AXE	  

Grease	  Trap	  &	  Drain	  Line	  Maintenance	   AquaPro	  LX	  

Septic	  Systems,	  Package	  Plants	   AquaPro	  SSA	  or	  AquaPro	  L	  
	   	  
	  
Dried	  products	  are	  available	  in	  bulk	  packaging.	  	  	  All	  materials	  are	  in	  a	  dried	  form	  except	  for	  AquaPro	  AXE,	  L	  
and	  LX.	  	  	  Current	  standard	  packaging	  is	  25	  lbs.	  in	  a	  DOT	  gasket	  sealed	  plastic	  pail.	  
	  
All	  liquids	  are	  in	  55-‐gallon	  drums.	  	  	  	  Custom	  packaging	  and	  labeling	  available	  upon	  request.	  
	  
Dried	  products	  require	  activation	  prior	  to	  use.	  	  	  Ask	  for	  directions.	  	  	  	  
 

 


